
 LIFT CHART 

AC 100 L  ï DEMAG 100T AT MOBILE CRANE 

 

 

TECHNICAL SPECIFICATIONS  

Maximum lifting capacity / radius: 100t / 3m 

Main boom: 12.5 - 50.2m 

Main boom extension: 9.2 - 33m 

Maximum system length: 50.2 + 33 = 83.2m 

Overall length: 14.1m 

Carrier length: 11m 

Turning radius over boom head: 11.6 / 10.9m 

Carrier engine: DaimlerChrysler OM 502 LA (350 kW / 476 PS / hp) 

Superstructure engine: DaimlerChrysler OM 906 LA (130 kW / 177 PS / hp) 

Maximum travel speed: 85 km/h 

Drive / steer: 10 x 6 x 8 

Tyres: 14.00 (16.00) 

Maximum gradeability: 40% 

Maximum counterweight: 32t 
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 AC 100 L  ï DEMAG 100T AT MOBILE CRANE 

 

32t - Lifting Capacities           360º 
  Mainboom 

       
  

Radius m 12.5 16.8 21.0 25.2 29.5 33.7 38.0 42.2 46.4 50.2 

m 

 

t t t t t t t t t t 

3  1) 100.0 - - - - - - - - - 

3 

 
85.5 - - - - - - - - - 

3.5   79.2 76.2 73.0 - - - - - - - 

4 

 
73.7 70.8 68.3 53.0 - - - - - - 

4.5   68.8 66.2 63.8 50.4 - - - - - - 

5 

 
64.5 62.2 59.8 47.9 41.7 - - - - - 

6   57.1 55.3 53.1 43.5 39.5 33.9 - - - - 

7 

 
50.5 49.8 47.8 39.7 36.6 30.9 27.5 - - - 

8   44.2 45.0 43.3 36.5 34.1 28.4 25.5 21.0 - - 

9 

 
37.0 39.9 39.3 33.7 31.9 26.2 23.6 20.5 15.4 13.0 

10   - 35.3 34.7 31.2 30.0 24.2 22.0 19.8 15.1 12.5 

12 

 
- 28.4 27.9 27.1 26.0 20.9 19.2 18.1 14.5 12.0 

14   - - 22.6 22.7 23.0 18.4 16.9 16.2 13.9 11.5 

16   - - 19.3 18.4 19.2 16.2 15.0 14.4 13.2 11.0 

18   - - - 16.3 16.0 14.4 13.4 13.0 12.1 10.5 

20 

 
- - - 14.1 13.6 12.9 12.0 11.8 11.0 10.0 

22   - - - - 11.7 11.4 10.9 10.7 10.1 9.2 

24 

 
- - - - 10.7 9.8 9.8 9.8 9.2 8.5 

26   - - - - 9.8 9.0 8.6 8.9 8.5 7.8 

28 

 
- - - - - 8.3 7.5 8.2 7.8 7.2 

30   - - - - - 7.7 6.9 7.6 7.2 6.7 

32 

 
- - - - - - 6.4 6.8 6.5 6.2 

34   - - - - - - 6.0 6.1 5.8 5.7 

36 

 
- - - - - - - 5.5 5.2 5.2 

38   - - - - - - - 5.0 4.8** 4.7 

40 

 
- - - - - - - - 4.6** 4.2 

42   - - - - - - - - 3.7 3.7 

44 

 
- - - - - - - - - 3.3 

46   - - - - - - - - - 3.0 

              1) Over rear                 

  ** Length of main boom 45.0 m           

 

  



 AC 100 L  ï DEMAG 100T AT MOBILE CRANE 

 

25t - Lifting Capacities             360º 
  Mainboom 

       
  

Radius m 12.5 16.8 21.0 25.2 29.5 33.7 38.0 42.2 46.4 50.2 

m 

 

t t t t t t t t t t 

3   100.01) - - - - - - - - - 

3 

 
85.5 - - - - - - - - - 

3.5   79.2 76.2 73.0 - - - - - - - 

4 

 
73.7 70.8 68.3 53.0 - - - - - - 

4.5   68.8 66.2 63.8 50.4 - - - - - - 

5 

 
64.5 62.2 59.8 47.9 41.7 - - - - - 

6   57.1 55.3 53.1 43.5 39.5 33.9 - - - - 

7 

 
50.3 49.8 47.8 39.7 36.6 30.9 27.5 - - - 

8   43.1 43.1 42.6 36.5 34.1 28.4 25.5 21.0 - - 

9 

 
37.0 37.6 37.1 33.7 31.9 26.2 23.6 20.5 15.4 13.0 

10   - 33.2 32.7 31.2 30.0 24.2 22.0 19.8 15.1 12.5 

12 

 
- 25.4 25.4 25.0 25.9 20.9 19.2 18.1 14.5 12.0 

14   - - 20.4 20.6 20.3 18.4 16.9 16.2 13.9 11.5 

16 

 
- - 16.5 16.9 16.4 16.0 15.0 14.4 13.2 11.0 

18   - - - 14.0 13.7 13.1 13.2 13.0 12.1 10.5 

20 

 
- - - 11.8 12.3 11.0 11.0 11.5 11.0 10.0 

22   - - - - 10.6 10.3 9.6 10.3 10.1 9.2 

24 

 
- - - - 9.2 9.3 8.8 9.0 8.7 8.5 

26   - - - - 8.1 8.1 8.1 7.9 7.6 7.6 

28 

 
- - - - - 7.2 7.3 6.9 6.9** 6.7 

30   - - - - - 6.4 6.5 6.4 6.2** 5.9 

32 

 
- - - - - - 5.8 5.9 5.5** 5.2 

34   - - - - - - 5.2 5.3 4.9** 4.5 

36 

 
- - - - - - - 4.7 4.4** 4.0 

38   - - - - - - - 3.8 3.9** 3.5 

40 

 
- - - - - - - - 3.5** 3.1 

42   - - - - - - - - 2.7 2.7 

44 

 
- - - - - - - - - 2.4 

46   - - - - - - - - - 2.1 

              1) Over rear                 

  ** Length of main boom 45.0 m             

 

  



 AC 100 L  ï DEMAG 100T AT MOBILE CRANE 

 

32t - Fly - Lifting Capacities  7.1m x 7.0m         360º 
46.4m Mainboom 

      
  50.2m Mainboom 

     
  

Radius m 25.0m* 
 

33.0m* 
 

  Radius m 25.0m* 
 

33.0m*   

  
 

0º 20º 40º 
 

0º 20º 40º 
 

  
  

0º 20º 40º 
 

0º 20º 40º   

m 

 

t t t 
 

t t t 
 

  m 

 

t t t 
 

t t t   

12   4.2 - -   - - -     12   - - -   - - -   

14 

 
4.2 - -   2.5 - -     14 

 
3.5 - -   - - -   

16   4.2 - -   2.5 - -     16   3.5 - -   1.8 - -   

18 

 
4.2 - -   2.5 - -     18 

 
3.5 - -   1.8 - -   

20   4.1 3.9 -   2.5 - -     20   3.5 - -   1.8 - -   

22 

 
4.1 3.8 -   2.5 2.4 -     22 

 
3.5 3.3 -   1.8 1.7 -   

24   4.0 3.7 3.2   2.5 2.4 -     24   3.5 3.3 -   1.8 1.7 -   

26 

 
3.9 3.5 3.2   2.5 2.4 2.3     26 

 
3.5 3.3 3.1   1.8 1.7 -   

28   3.8 3.4 3.1   2.5 2.4 2.3     28   3.4 3.2 3.0   1.8 1.7 1.6   

30 

 
3.8 3.3 3.1   2.5 2.4 2.3     30 

 
3.3 3.1 2.9   1.8 1.7 1.6   

32   3.6 3.2 3.0   2.5 2.4 2.2     32   3.1 3.0 2.8   1.8 1.7 1.6   

34 

 
3.4 3.1 2.9   2.5 2.3 2.1     34 

 
3.0 2.8 2.7   1.8 1.7 1.6   

36   3.3 3.0 2.9   2.4 2.2 2.0     36   2.8 2.7 2.6   1.8 1.7 1.6   

38 

 
3.1 2.9 2.8   2.3 2.1 2.0     38 

 
2.7 2.6 2.4   1.8 1.7 1.6   

40   3.0 2.8 2.7   2.2 2.0 1.9     40   2.6 2.4 2.3   1.8 1.6 1.5   

42 

 
2.8 2.6 2.6   2.0 1.9 1.8     42 

 
2.4 2.3 2.2   1.7 1.6 1.5   

44   2.5 2.5 2.5   1.9 1.8 1.7     44   2.3 2.2 2.1   1.6 1.5 1.4   

46 

 
2.1 2.4 2.4   1.8 1.7 1.7     46 

 
2.0 2.1 2.0   1.5 1.4 1.4   

48   1.8 2.2 2.3   1.6 1.6 1.6     48   1.7 1.9 1.9   1.4 1.3 1.3   

50 

 
1.5 1.9 2.1   1.3 1.6 1.5     50 

 
1.4 1.8 1.8   1.1 1.2 1.2   

52   1.3 1.6 1.8   1.0 1.4 1.4     52   1.1 1.5 1.7   0.9 1.2 1.2   

54 

 
1.0 1.3 -   0.8 1.1 1.3     54 

 
0.9 1.2 1.4   0.7 1.0 1.1   

56   0.8 1.1 -   - 0.9 1.1     56   0.7 1.0 1.1   - 0.8 1.0   

58 

 
- 0.8 -   - - 0.8     58 

 
- 0.7 -   - - 0.7   

60   - - -   - - -     60   - - -   - - -   

                       * Preliminary                                 

 

  



 AC 100 L  ï DEMAG 100T AT MOBILE CRANE 

 

25t - Fly - Lifting Capacities  7.1m x 7.0m  360º 
46.4m Mainboom 

      
  50.2m Mainboom 

     
  

Radius m 25.0m* 
 

33.0m* 
 

  Radius m 25.0m* 
 

33.0m*   

  
 

0º 20º 40º 
 

0º 20º 40º 
 

  
  

0º 20º 40º 
 

0º 20º 40º   

m 

 

t t t 
 

t t t 
 

  m 

 

t t t 
 

t t t   

12   4.2 - -   - - -     12   - - -   - - -   

14 

 
4.2 - -   2.5 - -     14 

 
3.5 - -   - - -   

16   4.2 - -   2.5 - -     16   3.5 - -   1.8 - -   

18 

 
4.2 - -   2.5 - -     18 

 
3.5 - -   1.8 - -   

20   4.1 3.9 -   2.5 - -     20   3.5 - -   1.8 - -   

22 

 
4.1 3.8 -   2.5 2.4 -     22 

 
3.5 3.3 -   1.8 1.7 -   

24   4.0 3.7 3.2   2.5 2.4 -     24   3.5 3.3 -   1.8 1.7 -   

26 

 
3.9 3.5 3.2   2.5 2.4 2.3     26 

 
3.5 3.3 3.1   1.8 1.7 -   

28   3.8 3.4 3.1   2.5 2.4 2.3     28   3.4 3.2 3.0   1.8 1.7 1.6   

30 

 
3.8 3.3 3.1   2.5 2.4 2.3     30 

 
3.3 3.1 2.9   1.8 1.7 1.6   

32   3.6 3.2 3.0   2.5 2.4 2.2     32   3.1 3.0 2.8   1.8 1.7 1.6   

34 

 
3.4 3.1 2.9   2.5 2.3 2.1     34 

 
3.0 2.8 2.7   1.8 1.7 1.6   

36   3.1 3.0 2.9   2.4 2.2 2.0     36   2.8 2.7 2.6   1.8 1.7 1.6   

38 

 
2.7 2.9 2.8   2.2 2.1 2.0     38 

 
2.5 2.6 2.4   1.8 1.7 1.6   

40   2.3 2.8 2.7   1.9 2.0 1.9     40   2.1 2.4 2.3   1.6 1.6 1.5   

42 

 
1.9 2.4 2.6   1.5 1.9 1.8     42 

 
1.8 2.2 2.2   1.3 1.6 1.5   

44   1.6 2.0 2.3   1.2 1.7 1.7     44   1.4 1.9 2.1   1.0 1.5 1.4   

46 

 
1.2 1.6 1.9   1.0 1.4 1.7     46 

 
1.1 1.5 1.9   0.7 1.2 1.4   

48   1.0 1.3 1.6   0.7 1.1 1.4     48   0.8 1.2 1.5   - 0.9 1.2   

50 

 
0.7 1.1 1.3   - 0.9 1.1     50 

 
- 1.0 1.2   - - 0.9   

52   - 0.8 1.0   - - 0.9     52   - 0.7 0.9   - - 0.7   

                       * Preliminary                                 

 

  



 AC 100 L  ï DEMAG 100T AT MOBILE CRANE 

 

COUNTERWEIGHT  

 

 

  1 1* 2 3 4 5 6 

t 6.4 8.0 8.6 3.1 3.3 
2 x 
1.0 

2 x 
3.5 

2.0           x   

11.7 x       x x   

13.3   x     x x   

25.0   x x x x x   

32.0   x x x x x x 

        1* = Tray 1 6.4t with 1.6t insert     

 

 

 

  



 AC 100 L  ï DEMAG 100T AT MOBILE CRANE 

 

FOOTPRINT  

 

 

  



 AC 100 L  ï DEMAG 100T AT MOBILE CRANE 

 

BOOM  

 

 

  


