
 LIFT CHART 

AC200  ï DEMAG 200T AT MOBILE CRANE 

 

 

 

TECHNICAL SPECIFICATIONS  

Maximum lifting capacity / radius: 200t / 3m 

Main boom: 12.4 - 67.8m 

Main boom extension: 9.2 - 33m 

Maximum system length: 67.8 + 33 = 100.8m 

Overall length: 14.7m 

Carrier length: 12.58m 

Turning radius over boom head: 11.4m 

Carrier engine: DaimlerChrysler OM 502 LA (380 kW / 516 PS / hp) 

Superstructure engine: DaimlerChrysler OM 906 LA (170 kW / 231 PS / hp) 

Maximum travel speed: 85 km/h 

Drive / steer: 10 x 8 x 8 

Tyres: 14.00 (16.00 / 17.5 / 20.5) 

Maximum gradeability: > 70% 

Maximum counterweight: 69t 

 

( 02 4969 2122    e  info@structuralcranes.com.au    i  www.structuralcranes.com.au 



 AC200  ï DEMAG 200T AT MOBILE CRANE 

 

64t - Lifting Capacities               360º 
  Mainboom 

         
  

Radius m 14.7 14.7 19.9 24.9 29.9 35.0 40.1 45.1 50.2 55.2 60.0 

m 

 

t t t t t t t t t t t 

3 3) 200.0 136.9** 134.0** 100.0** - - - - - - - 

3.5 3) 175.0 125.5** 125.2** 96.5 - - - - - - - 

4 3) 153.0 115.7** 115.4** 93.1 69.2 - - - - - - 

4.5 3) 135.0 107.2** 107.0** 89.7 67.0 - - - - - - 

5 3) 120.0 99.8** 99.6** 86.4 64.8 - - - - - - 

6 

 
99.0 87.5 87.3 82.5 60.8 60.0 - - - - - 

7   85.0 77.7 77.5 75.5 57.0 55.0 48.0 - - - - 

8 

 
74.0 69.7 69.4 70.4 53.5 51.5 48.0 40.5 - - - 

9   65.0 63.0 62.8 63.8 50.2 48.5 45.5 39.5 33.5 - - 

10 

 
58.0 57.4 57.1 58.1 47.2 45.5 42.4 38.2 32.8 24.0 19.0 

12   - - 47.8 49.1 41.0 40.0 36.9 34.0 31.0 22.4 19.0 

14 

 
- - 39.2 40.5 37.2 35.9 32.7 30.4 28.7 21.0 17.5 

16   - - 34.7 34.1 33.4 32.0 29.5 27.3 26.1 19.8 17.0 

18 

 
- - - 28.9 28.8 27.2 26.7 24.8 23.5 18.6 16.3 

20   - - - 24.5 25.3 24.1 24.0 22.7 21.1 17.5 15.2 

22 

 
- - - - 21.7 21.7 20.5 20.8 19.1 16.5 14.1 

24   - - - - 18.9 18.9 17.6 18.2 17.5 15.6 13.0 

26 

 
- - - - 16.6 16.6 15.3 15.9 16.2 14.7 12.0 

28   - - - - - 15.0 13.4 13.9 14.3 13.9 11.1 

30 

 
- - - - - 13.9 12.0 12.6 12.7 13.1 10.4 

32   - - - - - - 11.4 11.2 11.6 11.9 9.8 

34 

 
- - - - - - 10.7 9.9 10.3 10.6 9.1 

36   - - - - - - - 8.7 9.1 9.4 8.4 

38 

 
- - - - - - - 8.2 8.1 8.4 7.9 

40   - - - - - - - 7.8 7.2 7.5 7.4 

42 

 
- - - - - - - - 6.4 6.7 6.7 

44   - - - - - - - - 5.7 6.0 6.0 

46 

 
- - - - - - - - - 5.4 5.3 

48   - - - - - - - - - 4.8 4.8 

50 

 
- - - - - - - - - - 4.2 

52   - - - - - - - - - - 3.7 

               3) Only 0º over rear                   

  ** Heavy lift attachment required               

 

  



 AC200  ï DEMAG 200T AT MOBILE CRANE 

 

40t - Lifting Capacities             360º 
  Mainboom 

        
  

Radius m 14.7 19.9 24.9 29.9 35.0 40.1 45.1 50.2 55.2 60.0 

m 

 

t t t t t t t t t t 

3   132.8** 132.6** 100.0** - - - - - - - 

3.5 

 
121.7** 121.5** 96.5 - - - - - - - 

4   112.2** 111.9** 93.1 69.2 - - - - - - 

4.5 

 
104.0** 103.7** 89.7 67.0 - - - - - - 

5   96.8 96.5 86.4 64.8 - - - - - - 

6 

 
84.8 84.6 82.5 60.8 60.0 - - - - - 

7   75.3 75.0 75.5 57.0 55.0 48.0 - - - - 

8 

 
66.1 65.8 67.2 53.5 51.5 48.0 40.5 - - - 

9   57.2 56.9 58.3 50.2 48.5 45.5 39.5 33.5 - - 

10 

 
50.2 49.8 51.2 47.2 45.5 42.4 38.2 32.8 24.0 19.0 

12   - 39.0 38.2 41.0 40.0 36.9 34.0 31.0 22.4 19.0 

14 

 
- 30.0 30.9 37.2 35.9 32.7 30.4 28.7 21.0 17.5 

16   - 23.9 24.7 33.4 32.0 29.5 27.3 26.1 19.8 17.0 

18 

 
- - 20.3 28.8 27.2 26.7 24.8 23.5 18.6 16.3 

20   - - 17.0 18.1 17.4 16.9 16.1 16.6 16.9 15.2 

22 

 
- - - 15.5 14.8 15.2 14.1 14.0 14.3 14.1 

24   - - - 13.9 13.4 13.4 13.0 11.9 12.2 12.2 

26 

 
- - - 12.2 12.3 11.7 11.2 10.1 10.4 10.4 

28   - - - - 10.9 10.2 9.7 9.2 8.9* 8.9 

30 

 
- - - - 9.7 8.9 8.4 7.9 8.2* 7.6 

32   - - - - - 7.8 7.3 6.8 7.1* 6.5 

34 

 
- - - - - 6.9 6.4 5.9 6.1* 5.5 

36   - - - - - - 5.5 5.0 5.3* 4.7 

38 

 
- - - - - - 4.8 4.3 4.5* 3.9 

40   - - - - - - 4.1 3.6 3.9* 3.3 

42 

 
- - - - - - - 3.1 3.3* 2.7 

44   - - - - - - - 2.5 2.8* 2.2 

46 

 
- - - - - - - - - 1.7 

48   - - - - - - - - - 1.3 

              3) Only 0º over rear                 

  ** Heavy lift attachment required             

 

  



 AC200  ï DEMAG 200T AT MOBILE CRANE 

 

64t - Full Fly - Lifting Capacities         360º 
  Mainboom 

         
  

Radius m 26.5m 
 

32.5m 
 

38.5m   

  
 

0º 20º 40º 
 

0º 20º 40º 
 

0º 20º 40º   

m 

 

t t t 
 

t t t 
 

t t t   

12   4.5 - -   - - -   - - -   

14 

 
4.5 - -   3.5 - -   - - -   

16   4.5 - -   3.5 - -   2.3 - -   

18 

 
4.5 4.4 -   3.4 - -   2.2 - -   

20   4.5 4.2 3.7   3.3 3.6 -   2.1 - -   

22 

 
4.5 4.1 3.6   3.3 3.4 3.1   2.0 - -   

24   4.5 3.9 3.5   3.2 3.3 3.0   1.9 - -   

26 

 
4.4 3.8 3.5   3.1 3.2 2.8   1.8 - -   

28   4.3 3.7 3.4   3.0 3.1 2.7   1.7 - -   

30 

 
4.3 3.6 3.4   2.9 3.0 2.6   1.6 - -   

32   4.2 3.6 3.4   2.9 2.9 2.6   1.6 - -   

34 

 
4.1 3.5 3.3   2.8 2.8 2.5   1.5 - -   

36   4.0 3.5 3.3   2.7 2.7 2.4   1.5 - -   

38 

 
3.8 3.4 3.3   2.6 2.6 2.3   1.4 - -   

40   3.7 3.4 3.3   2.5 2.6 2.3   1.4 - -   

42 

 
3.6 3.3 3.2   2.4 2.5 2.2   1.3 - -   

44   3.5 3.2 3.2   2.4 2.4 2.2   1.3 - -   

46 

 
3.4 3.1 3.2   2.3 2.3 2.1   1.3 - -   

48   3.3 3.0 3.2   2.2 2.2 2.0   1.3 - -   

50 

 
3.1 2.9 3.1   2.1 2.1 1.9   1.2 - -   

52   3.0 2.8 3.0   2.1 2.1 1.9   1.2 - -   

54 

 
2.8 2.7 2.9   2.0 2.0 1.8   1.1 - -   

56   2.7 2.6 2.8   2.0 2.0 1.8   1.1 - -   

58 

 
2.6 2.4 2.7   2.0 1.9 1.7   1.0 - -   

60   2.5 2.3 2.6   2.0 1.8 1.7   - - -   

62 

 
2.3 2.1 2.4   1.9 1.7 1.6   - - -   

64   2.0 2.0 2.2   1.8 1.7 1.6   - - -   

66 

 
1.7 1.8 2.0   1.7 1.6 1.5   - - -   

68   1.5 1.6 1.7   1.5 1.5 1.4   - - -   

70 

 
1.2 1.3 1.4   1.2 1.4 1.3   - - -   

72   - - -   - - -   - - -   

 

  



 AC200  ï DEMAG 200T AT MOBILE CRANE 

 

COUNTERWEIGHT  

 

  


