
 LIFT CHART 

TR80M  ï TADANO MINI MOBILE CRANE 

 

 

TECHNICAL SPECIFICATIONS  

Maximum lifting capacity / radius: 8t/4.9m ï 2.0t/21.3m 

Main boom: 4.9 ï 21.3m (4 section) 

Main boom extension: 16.4m 

Maximum system length: 21.3 + 16.4 = 37.7m 

Maximum working radius: 19.8m 

Maximum outrigger load: 8.2t 

Outriggers: Full Extended - 4.4m 

 
Mid Extended - 3.4m 

 
Min Extended - 2.1m 

Swing Angle: 360º continual 

Swing Speed: 2.1rpm 

Boom Elevation Angle: 0º - 80º 

Boom Elevation Speed: 0º - 80º / 27s 

Maximum counterweight: 32t 
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 TR80M  ï TADANO MINI MOBILE CRANE 

 

Lift Chart 1  

  Main Boom - With Outriggers Fully Extended (4.4m) 

Radius 
(m) 4.9m 5.6m 9.0m 13.1m 17.2m 21.3m 

1.0 8.00 8.00         

1.5 8.00 8.00 5.00       

2.0 8.00 8.00 5.00 4.50     

2.5 8.00 8.00 5.00 4.50     

3.0 6.50 6.50 5.00 4.50 4.00   

3.5 5.50 5.50 5.00 4.50 4.00 2.00 

4.0     4.50 4.50 3.80 2.00 

4.5     4.00 4.00 3.50 2.00 

5.0     3.50 3.50 3.20 2.00 

5.5     3.10 3.15 2.90 2.00 

6.0     2.70 2.83 2.70 2.00 

7.0     2.20 2.33 2.30 1.80 

8.0     2.00 1.95 2.00 1.60 

9.0       1.65 1.75 1.40 

10.0       1.40 1.50 1.25 

11.0       1.20 1.30 1.10 

12.0       1.05 1.10 1.00 

13.0         0.95 0.90 

14.0         0.80 0.83 

15.0         0.67 0.76 

16.0         0.60 0.69 

17.0           0.60 

18.0           0.52 

19.0           0.45 

19.8           0.40 
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Lift Chart 2  

  Main Boom - With Outriggers Mid Extended (3.4m) 

Radius 
(m) 4.9m 5.6m 9.0m 13.1m 17.2m 21.3m 

1.0 8.00 8.00         

1.5 8.00 8.00 5.00       

2.0 8.00 8.00 5.00 4.50     

2.5 8.00 8.00 5.00 4.50     

3.0 6.50 6.50 5.00 4.50 4.00   

3.5 5.50 5.50 5.00 4.50 4.00 2.00 

4.0   4.80 4.50 4.50 3.80 2.00 

4.5     3.85 4.00 3.50 2.00 

5.0     3.30 3.50 3.20 2.00 

5.5     2.75 3.00 2.90 2.00 

6.0     2.35 2.55 2.70 2.00 

7.0     1.70 1.90 2.05 1.80 

8.0     1.45 1.48 1.60 1.60 

9.0       1.15 1.25 1.35 

10.0       0.90 1.00 1.12 

11.0       0.70 0.80 0.93 

12.0       0.62 0.64 0.78 

13.0         0.50 0.65 

14.0         0.40 0.54 

15.0         0.33 0.45 

16.0         0.28 0.37 

17.0           0.30 

18.0           0.23 

19.0           0.18 

19.8           0.15 
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Lift Chart 3  

  Main Boom - With Outriggers Minimum Extended (2.1m) 

Radius 
(m) 4.9m 5.6m 9.0m 13.1m 17.2m 21.3m 

1.0 8.00 8.00         

1.5 8.00 8.00 5.00       

2.0 7.00 7.00 5.00 4.50     

2.5 4.90 4.90 4.70 4.50     

3.0 3.60 3.60 3.50 3.70 3.90   

3.5 2.80 2.80 2.70 2.90 3.10 2.00 

4.0   2.20 2.10 2.30 2.50 2.00 

4.5     1.70 1.90 2.05 2.00 

5.0     1.35 1.55 1.70 1.75 

5.5     1.07 1.27 1.40 1.45 

6.0     0.85 1.05 1.17 1.22 

7.0     0.52 0.72 0.82 0.87 

8.0     0.40 0.50 0.60 0.64 

9.0       0.30 0.40 0.44 

10.0       0.18 0.27 0.31 

11.0         0.16 0.20 

12.0             

13.0             

14.0             

15.0             

16.0             

17.0             

18.0             

19.0             

19.8             
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WORKING RADIUS  
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FOOTPRINT  

 


